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Description 
 

One-component water-repellent primer for acryl-siloxane absorbent mineral base. It provides long- 
term water resistance. 

 

Recommended use 
 

It is used as a colorless protective water-repellent compound for the mineral base (concrete, 
brickwork, cement plaster, etc.). 

It is used as: 
 an independent coating; 

 a water-repellent coating in a complex coating system with VINICOR-acryl-14 top coat. 

 
Technical data 

 

State registration certificate No. RU.77.01.34.008.Е.001466.06.19 dated June 24th, 2019 
Approved by the test center AO TSNIIS. 

 
Specifications  

 

Coating color 

Primer density, g/cm³ 
Non-volatile matter content 
- by volume, % (volume) 

colorless 

0.90±0.10 

15±2 

- by mass, % (mass) 22±2 

Drying time to grade 3 (according to GOST 19007), 

at a temperature of (20±2) °С, h 

 
not more than 1 

Dry film thickness, μm 40-80 
Wet film thickness, μm 260-520 
Theoretical spreading rate of one-layer coating, g/m2 220-440 

 
Surface preparation 

 

 remove dirt, oil and grease; 

 remove lime (cement) milk, damaged or peeling concrete layers and old coating with abrasive 
cleaning, grinder or brushes; 

 remove dust; 
 repair cracks and chips. 

The concrete surface prepared for the paintwork application must be evenly rough and free from 
protruding reinforcement, cracks, pits, shells, sags, chipped edges, oil stains, dirt and dust. 

The holding time of the concrete base before primer application is to be at least 28 days; after 
using leveling compounds – in accordance with the regulatory documents of the compound manufacturer. 
Surface moisture (in the surface layer with 20 mm thickness) not more than 4%. 

The surface must be dry, clean and free of oil and dust before applying the subsequent coatings. 

 
Application 

Mix the primer thoroughly before use. 

It is recommended to apply the material in factory and field conditions at a temperature from plus 5 
to plus 35 °С and relative air humidity not exceeding 85%. The temperature of the painted surface shall be 
at least 3 °С above the dew point. 
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Recommended application parameters: 
 Airless spraying  

Recommended thinners Without dilution 

Pressure 12-16 MPa (120-160 bar) 

Nozzle diameter 0.011’’-0.021’’ (0.28-0.43 mm) 

 Pneumatic application  

Recommended thinners Without dilution 

Pressure 0.2-0.4 MPa (2-4 bar) 

Nozzle diameter 1.8-2.2 mm 

 Brush/roller  

Recommended thinners Without dilution 

 Equipment cleaning SOLVIN-12 (TU 20.30.22-014-67503963-2018) 

 

Apply the subsequent penetration layers by the wet-on-wet method. The time until recoating with 
a top coat depends on the air temperature and is at least 24 hours at a temperature of (20±2) °С. 

The curing time depends on the surface and ambient air temperature, coating thickness, 
ventilation and relative air humidity. 

 

Storage and handling 

The material is supplied in plastic jugs or metal buckets. 
Storage conditions in accordance with GOST 9980.5 (at ambient temperatures from minus 40 to plus 

40 °С). The container with material components must not be stored near hear sources and exposed to 
precipitation and direct sunlight. 

Guaranteed storage life: 24 months from the date of manufacture. 
 

Precautions 

When working, one shall observe the corresponding industrial standards, requirements and safety 
measures indicated on the container label. 

Use personal protective equipment (goggles, masks, respirators), avoid inhalation of thinners during 
evaporation and contact of the material or its components with skin, eye and respiratory ways mucous 
membrane; use the material indoors only with sufficient ventilation. 

Material and its components are flammable! 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The information is of general character, without consideration to the object specific nature and it is recommended to be read with the 
Application Guide. Use of materials for other purposes or in case other influencing factors are present shall be approved by the VMP Holding 
CJSC in writing. In case of absence of such approval the manufacturer is not held liable for the improper use of the material and the buyer 
falls from the right to present claims connected with the coating quality. 

  

VMP RESEARCH AND PRODUCTION HOLDING 
Ekaterinburg +7 (343) 357-30-97; 385-79-00; 385-66-10, office@fmp.ru 

Moscow +7 (495) 411-65-03; 411-65-04, msk@fmp.ru 
Saint Petersburg +7 (812) 640-55-20spb@fmp.ru 

                 For VMP representative offices in Russia and abroad – vmp-holding.ru 
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